MODELS AND SPECIFICATIONS - o

DESCRIPTION SPECIFICATIONS

Pipe Capacity 1/8" - 2"
AUTOSTOP™ Yes
Die Head Retention Lock Yes
Multi-Speed Selector Yes

Compatible with RIDGID® 12-R
& Reed R12+ Die Heads

Yes
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M18 FUEL" Pipe Threader

w/ ONE-KEY" Kit

2874-22HD

Includes: 2874-20 Pipe Threader w/ ONE-KEY™,

(2) M18™ REDLITHIUM™ HIGH OUTPUT™ HD12.0 Battery Packs,
M18™ & M12™ Rapid Charger, Threading Support Arm and
Carrying Case.
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The M18 FUEL™ Pipe Threader w/ ONE-KEY™ e 7 T oc s g
is compatible with most pipe threading 0 RADE F u ED ' \
accessories, including, but not limited to: v T . \3‘
RIDGID® 12-R Die Heads, Reed R12+Die s S EM WI DE = U
Heads and RIDGID® Power Pipe Cutters. N
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AUTOSTOP SIDE-GRIP

KICKBACK

CONTROL

Pipe Threader
w/ ONE-KEY"™

2874-22HD, 2874-20

-

ONETKEY

DRIVEN TO OUTPERFORM.

THREADS

FASTER

THAN CORDED

THREAD STARTS

LITHIUM
HIGH OUTPUT
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DRIVEN TO OUTPERFORM.

M18 FUEL™ is engineered for the most demanding tradesmen in the world. Delivering unrivaled performance in a compact
structure, all M18 FUEL™ products feature three MILWAUKEE® exclusive innovations — the POWERSTATE™ Brushless Motor,
REDLITHIUM™ Battery Pack and REDLINK PLUS™ Intelligence Hardware and Software — that deliver unmatched power,
run-time, and durability. The M18 FUEL™ Pipe Threader w/ ONE-KEY™, revolutionizes pipe threading. Featuring AUTOSTOP™
kickback control, the tool protects against severe kickback. This, combined with the integrated side-grip for easier

thread starts, delivers unrivaled tool control. Simply put, the M18 FUEL™ Pipe Threader w/ ONE-KEY™, the world’s

first cordless pipe threader, threads faster than corded alternatives and delivers unmatched productivity.
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POWERSTATE™
BRUSHLESS
MOTOR

= MILWAUKEE® Designed

and Built Brushless Motor REDLINK PLUS"

INTELLIGENCE

2 m Qutperforms All

Leading Competitors ® Most Advanced Electronic System

on the Market for Maximum Performance

m Total System Communication with
Overload Protection Increases Tool Life

REDLITHIUM™
HIGH OUTPUT"
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- MORE POWER
& RUNS COOLER

VS REDLITHIUM™ HD
LITH""M
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FITS M18" TOOLS

AUTOSTOP SIDE-GRIP FASTER

g%ﬁglt(ROL THREAD STARTS THAN CORDED

PIPE THREADER w/ ONE-KEY"
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AUTOSTOP KICKBACK CONTROL

® AUTOSTOP™ senses
severe kickback
and automatically
shuts off the tool

No Protection
Against Kickback

MILWAUKEE® M18 FUEL™ Corded Competitor

SIDE-GRIP THREAD STARTS

® Die Head Retention
Lock allows for the
die to lock into the tool
before starting thread

. m Side-Grip allows
4 4 for no engagement

7 with the spinning
ﬂ,&”% die head during
threading process

RETENTION
CK

= M18 FUEL™
technology provides
faster threading,

allowing for
23 I I maximum speed
QR = Si 2|7.4 selc and productivity
MILWAUKEE® M18 FUEL™ ® Multi-Speed

Selector optimizes
thread quality

I . .
39.1|sec across pipe sizes

Corded Competitor

Time to Complete Thread — 3/4" Black Iron NPT (seconds)

REINFORCED /. DEDICATED
MAGNESIUM f 3 SUPPORT ARM
CARRY HANDLE .
m Allows for threading
MULTI-SPEED SELECTOR Reinforced without a pipe stand
= Optimizes thread quality magnesium for I u Resists threading
across pipe sizes ECLEESTEE i { ' torque for maximum
m Allows for faster threading and durability tool control

and threader removal

DIE HEAD
RETENTION LOCK

Allows for the die to
lock into the tool before
starting to thread

| ecsm M18™ REDLITHIUM™
- VARIABLE SPEED TRIGGER HIGH OUTPUT™
OFFSET DIE HEAD ® Adjustable speed for optimal HD12.0 BATTERY
Creates a flat tool back thread quality ) lﬁp t0d25 2" plﬁe
allowing for threading = Allows for a slower, more threads per charge
in tighter spaces controlled thread start m Fits M18™ Tools
_

COMPATIBLE

TRACK AND MANAGE.

Track your tool’s Lock your tool
location and if and disable
lost, get alerts remotely

when found

#Z Download on the f GETITON 1
o App Store }\’ Google Play




